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Quetschventile fŸr die Industrie

Industrial Pinch Valves



Beschreibung / Technical Specification
Quetschventil Standard / Pinch Valve Standard

Ausf€hrungen und Gr•ûen
Baugr•ûe: DN 40 ± 200
Druck: 4 ± 6 bar
Ventil-Geh•use: GG, Aluminium
Manschette: mediumabh•ngig
Anschl€sse: Flansche DIN 2501 PN 10

Specifications and Dimensions
Size Range: DN 40 ± 200
Pressure: 4 ± 6 bar
Valve Body: cast Iron, Aluminium
Sleeve Mat: acc. to medium
End Conn: Flange DIN 2501 PN 10

Quetschventil Kunststoff / Pinch Valve of plastic

Ausf€hrungen und Gr•ûen
Baugr•ûe: DN 15 ± 50
Druck: max. 6 bar
Ventil-Geh•use: POM + PP (DIN 7728)
Manschette: mediumabh•ngig
Anschl€sse: Innengewinde

Specifications and Dimensions
Size Range: DN 15 ± 50
Pressure: max. 6 bar
Valve Body: POM + PP (DIN 7728)
Sleeve Mat: acc. to medium
End Conn: Internal screw thread

Hand-Schlauchventil P.S.1 / Pinch Valve Manual P.S. 1

Ausf€hrungen und Gr•ûen
Baugr•ûe: DIN 10 ± 200
Druck: 4 ± 5 bar
Ventilgeh•use: GG oder Aluminium
Manschette: mediumabh•ngig
Anschl€sse: Flansche DIN 2501 PN 10

Specifications and Dimensions
Size Range: DIN 10 ± 200
Pressure: 4 ± 5 bar
Valve Body: cast Iron or Aluminium
Sleeve Mat: acc. to medium
End Conn: Flange DIN 2501 PN 10

DN L D Di
40 156 150 40
50 167 165 45
65 184 185 60
80 226 200 75

100 282 220 95
125 350 250 120
150 420 285 145
200 559 340 195

DN Innengewinde L D Gewicht (kg)
Internal screw thread Weight (kg)

15 R 1/2º 130 63 0,40
20 R 3/4º 142 76 0,55
25 R 1º 152 80 0,70
32 R 11/4º 189 95 0,80
40 R 11/2º 202 110 1,50
50 R 2º 210 120 2,00

DN A B C E G L p
10 145 100 45 60 73 90 62
15 165 115 50 60 92 95 62
20 210 150 60 70 107 105 84
25 230 160 70 80 118 115 102
30 255 178 77 80 130 140 110
40 305 212 93 100 154 150 140
50 335 233 102 110 176 165 160
60 355 245 110 120 194 185 180
70 390 260 130 140 206 185 205
80 420 280 140 140 215 200 225
90 490 320 170 200 250 210 275

100 500 330 170 200 275 220 275
125 630 415 215 220 300 250 325
150 680 445 235 240 330 285 360
175 765 500 265 330 355 315 405
200 840 550 290 330 375 340 450

Maûbl•tter anderer
Ventiltypen auf Anfrage



Prema-Service Quetschventile
Prema-Service Pinch Valves

Quetschventil Kunststoff
Pinch Valve of plastic

P.S. 7 Federkraft schlie§end
P.S. 7 spring to close

Das zuverl•ssige Absperrorgan
direkt beaufschlagt entweder
pneumatisch oder hydraulich

f€r z•hfl€ssige, k•rnige, ver-
schmutzte und aggressive Stoffe.

bew•hrt

robust

zuverl•ssig

preiswert

The reliable Shut-Off Valve
directly operated either pneu-
matic or hydraulic

for viscous, granulated, conta-
minated and aggressive media.

proven

robust

reliable

economic

Quetschventil Standard
Pinch Valve Standard

Quetschventil mit Steuer- und †berwachungseinheiten
Pinch Valve with Control and monitoring system



Prema-Service Produkte Ð products
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Fackel-Systeme
Anlagen, Zubeh!r und Service,
mobile Fackeln

RŸhrwerke (Top u. seitl. Mischer)
Niveau-"berwachung und Lecka-
gekontrolle

Statische Mischer / Inline Mischer
F#r Fl#ssigkeiten und Gase

Beheizungssysteme
Elektrische Begleitheizungssysteme,
Heizplatten,
W$rmeleitpaste ¹Premathermª

Industriebrenner
Pilotbrenner, Brenner-Service,
Industriemontage

Flare-Systems
Units, Equipment and Service
Agitators (Top and Side Entry
Mixers) Including level control
and leckage control
Static mixers / Inline mixing
systems
for liquids and gases
Process heating systems
Electrical heating systems, 
heating panels,
heat transfer paste ¹Premathermª
Industrial Burner
pilot burner, burner-service


